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Abstract Single crystalline indium nanowires were pre-
pared on Zn substrate which had been treated in
concentrated sulphuric acid by galvanic displacement
in the 0.002 mol L
-1 In2(SO4)3-0.002 mol L
-1 SeO2-
0.02 mol L
-1 SDS-0.01 mol L
-1 citric acid aqueous
solution. The typical diameter of indium nanowires is
30 nm and most of the nanowires are over 30 lm in length.
XRD, HRTEM, SAED and structural simulation clearly
demonstrate that indium nanowires are single-crystalline
with the tetragonal structure, the growth direction of the
nanowires is along [100] facet. The UV-Vis absorption
spectra showed that indium nanowires display typical
transverse resonance of SPR properties. The surfactant
(SDS) and the pretreatment of Zn substrate play an
important role in the growth process. The mechanism of
indium nanowires growth is the synergic effect of treated
Zn substrate (hard template) and SDS (soft template).
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Introduction
The interaction of light with metal nanoparticles and
nanowires as opposed to their bulk counterparts are subject
to intense research for their application in plasmonics
including chemical sensors and optical ﬁlters [1]. Some
metal nanoparticles, such as gold and silver, have exhibited
a strong absorption peak in the visible range of the spec-
trum, due to the excitation of a collective oscillation of
electrons which is described as the surface plasmon reso-
nance (SPR) [2–6]. However, nanorods and nanowires are
the most prominent examples of nanoscale entities with
SPR ranging from the visible to the near-infrared because
the variation of the parameters such as shape and geometry
enables tuning of the optical resonances [6–8]. Therefore,
metal nanowires have received immense research intention
in recent years owing to their tunable optical and electronic
properties and potential applications in nanoelectronic,
probes, biological sensors, storage media and sensing
devices [9]. Gold and silver are among the most useful
metals of the nanowires prepared for the purpose of optical
resonances research [8, 10]. The nanowires based on the
other metals Cu, Ni, Co have also been studied and they
have also exhibited good SPR properties [7, 9, 11]. Further
researches on the fabrication and their application of these
prospective metal nanowires are of considerable impor-
tance nowadays. For example, indium nanowires exhibit
excellent temperature-dependent electrical properties [12].
In particular, under the superconducting temperature, the
electrical resistance of indium nanowires rapidly
decreased, which are expected to play a part in making
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interference devices [13]. Indium nanowire arrays on Sil-
icon surface have been synthesized [14–18], the properties
used as the temperature-induced metal-insulator transitions
were studied. In addition, indium nanoparticles have also
attracted particular interest because they can be used as
lubricants, single electron transistors and tags for the
detection of DNA hybridization [19–22].
The past studies on the preparation of indium nanowires
using thermal evaporation have revealed the interesting
structural and electrical and optical properties of these
samples [15, 18, 23]. Galvanic displacement or the so-
called immersion plating is another way to synthesize
nanoscale materials in recent years [24]. It is a spontaneous
electrochemical reaction induced by the difference in redox
potentials between the substances of the solid substrates
and the ions of the source materials. Obviously, it is dif-
ferent from electrodeposition and chemical bath deposition
[25]; the substrates act as the reducing agents instead of the
electric power or other reductant. Therefore, it yields the
product with a high purity. On the other hand, it needs no
apparatus as compared with the standard evaporation
techniques [26]. Previous works on the synthesis of nano-
structured materials via galvanic displacement have mainly
focused on the metals including Au, Pd, Pt, Ag, Cu, Ni and
Pb [24, 26–30], the binary intermetallic compounds such as
Bi-Te [31], Pd-Ag and Pt-Ag [32].
In this paper, we report the synthesis of indium nano-
wires by galvanic displacement on a zinc sheet after being
treated in concentrated sulphuric acid. The galvanic dis-
placement is usually performed on a plain substrate, in this
letter, we found that only nanoparticles grew on the
untreated zinc sheets. However, indium nanowires can
grow on the zinc sheet after being oxidized in concen-
trated sulphuric acid. The small holes in the porous ZnO
oxide ﬁlm formed on a treated zinc sheet play a conﬁne-
ment effect or act as a ‘‘template’’ in indium nanowires
growth. This illustrates a simple way for the large-scale
fabrication of indium nanowires with high purity at a mild
condition. Furthermore, the structural characterization and
UV properties of the as-prepared indium nanowires are
also studied.
Experimental
Material
Zinc sheet (99.99%) was used as the substrate. The sele-
nium dioxide, indium sulphate concentrated sulphuric acid
(98%), citric acid, sodium dodecyl sulphonate (SDS), octyl
hydride were analytical reagents. Trioctyl phosphine oxide
(TOPO) was purchased from Alfa Aesar.
Synthesis of Indium Nanowires
The Zn sheet was polished and rinsed with acetone, and
then it was put into the concentrated sulphuric acid and
passivated for 6 h to form a porous oxide ﬁlm. The pas-
sivated Zn sheet was immersed in the aqueous solution
containing 0.002 mol L
-1 In2(SO4)3-0.002 mol L
-1 SeO2-
0.02 mol L
-1 SDS-0.01 mol L
-1 citric acid aqueous
solution without any disturbance for 40 min, SeO2 was
used as the supporting electrolyte in acid medium. The pH
value of the solution was adjusted to be 1.4 by using
1 mol L
-1 H2SO4. The deposits on the Zn sheet were
analysed.
Characterization
The morphology of the as-prepared samples was observed
by a ﬁeld emission scanning electron microscope (FE-
SEM, JSM 6330F, JEOL) and its structure was determined
by a transmission electron microscope (TEM) and a high
resolution-transmission electron microscope (HRTEM)
(JEM 2010HR, JEOL) with an Oxford EDS spectrometer
and an X-ray diffractometer (XRD, PW 1830, Philips).
The UV-vis Absorption Spectroscopy Measurement
The deposits were scraped down and dispersed in methanol
and then sonicated for 1 h. The diameter of the nanowires
suspended at the top of the solution is small and the
diameter of the nanowires sinked at the bottom of the
solution is large. So three different levels from top to bot-
tom of the dispersion were collected. Each part of the
dispersion was centrifugated for 20 min. The precipitations
were redispersed in octane-TOPO solution and sonicated
for 10 min, respectively, as illustrated by the literature [30].
The UV-vis absorption spectroscopy of these nanowires
with different diameters was measured by a UV-visible
Spectrophotometer (UV-vis UV-2501PC, Shimadzu). The
average diameter and aspect ratio of the nanowires dis-
persed in different levels were calculated by SEM images.
Results and Discussion
Figure 1 presents the XRD pattern of the as-deposited
sample. The diffraction peaks (2h = 36.5, 39.2 and 43.4)
belong to the zinc substrate. While the diffraction peaks
(2h = 33.1 and 54.6) belong to the (101) and (112) facets
of indium with tetragonal structure (JCPDS Card 05-0642).
The XRD results indicate that the as-deposited sample is
tetragonal phase indium.
Figure 2 is the typical SEM images of the as-prepared
samples. The SEM image at a low magniﬁcation (as shown
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of nanowires. Most of the nanowires are over 30 lmi n
length. Figure 2b depicts the detail morphology of the
nanowires. The average diameter of indium naowires is
about 30 nm and the diameter ranges from 20 nm to
60 nm.
The microstructure of individual nanowire was further
investigated by TEM and HRTEM. Figure 3 shows a typ-
ical TEM image of the sample after ultrasonic treatment, a
fragment of indium nanowires was captured. The diameter
of the nanowire is about 25 nm. The inset in Fig. 3 shows
the selected area electron diffraction (SAED) pattern of the
circled area in Fig. 3 taken along [001] zone axis. In the
SEAD pattern, sharp and clear diffraction spots were
observed, proving that the nanowire is single crystalline.
The reﬂections correspond to (110), (110) and (200) lattice
planes of In with tetragonal structure. Therefore, the In
nanowire adopt a single crystalline structure with tetrago-
nal phase. From the SAED, it can also be found that the
growth direction of this nanowire is along [100] direction.
The corresponding high resolution transmission electron
microscopy is shown in Fig. 4, the area in which lattice
fringe image appeared reveals the orientation, size and
grain boundary of the nanowires. In order to investigate the
details of the crystal structure, Fouier ﬁltered reconstructed
image is shown in Fig. 5. From the image, two-dimen-
sional lattice fringes were observed in the individual
indium nanowire. The marked d spacing of 0.25 nm
meeting at an angle of 90
0 corresponds to the interplanar
distance of (110). In addition, the planes with an interpla-
nar distance of 0.16 nm can be indexed as (200). In other
words, the indium nanowire was formed by the stacking of
(100) planes, which indicates that the indium nanowire
grew along a-axis of the tetragonal lattice.
To further demonstrate the structure and growth direc-
tion of In nanowire, simulation of the perfect tetragonal In
crystal with electron beam along [001] direction was car-
ried out by Jems program. As is shown in Fig. 6b,
periodicity and contrast of the simulation image (the inset)
were in good agreement with that of the experimental
image. A structural model of body-centred tetragonal
indium unit cell along [001] is depicted in Fig. 6a. Based
on this structure, simulation image indicates that around
the Scherzer defocus, the location of indium columns is
represented by the dark contrast, while the bright dots
represent the vacancy among the atomic columns. The dark
spheres show the stacking sequence of (100) planes of
indium. The HRTEM images and simulation results reveal
that the dark contrast areas correspond to atomic columns
and the In nanowire consisted of the stacking of (100)
planes.
The size-dependent optical properties were investigated.
The as-prepared samples were dispersed in methanol.
Fig. 1 X-ray diffraction patterns of the as-deposited sample
Fig. 2 The typical SEM images of the as-prepared nanowires. a,a ta
low magniﬁcation. b at a high magniﬁcation
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123Generally, the size of the nanowires dispersed in methanol
solution increases from top to bottom. The nanowires in
different levels of the methanol dispersion solution were
extracted. Fig. 7 presents the absorption spectra of indium
nanowires with different diameters in octane-TOPO solu-
tion, the average diameter and aspect ratio of the
nanowires were 40 nm and 10:1 (top); 105 nm and 7:1
(middle) and 300 nm and 5:1 (bottom), respectively. It can
be seen that the absorption peak of nanowires with small
diameter appeared at 525 nm, the peak of the nanowires
with middle diameter appeared at 551 nm and the peak of
nanowires with large diameter appeared at 559 nm.
Therefore, a red shift of the maximum absorption wave-
length can be observed with the decrease of the aspect
ratio. The light absorption is due to collective resonant
absorption of free electrons at the surface of particles.
Thus, the overall UV-vis absorbance of the one-dimen-
sional (1-D) nano-structures, such as nanowires, nanorods
and even the elongated ellipsoids, is the summation over
the three dimensions in which plasmon oscillation is not
prohibited. According to Gans theory [6], for 1-D nano-
structures, the direction of the plasmon oscillation depends
on the orientation of nanowires with respect to the wave-
vector of incident light, which can lead to two absorbance
peaks including transverse resonance (shorter wavelength)
and longitudinal resonance (longer wavelength). Further-
more, Gans theoretically deduced the equation between the
extinction coefﬁcient c and the wavelength k by using
dipole approximation. The relation between c and k is
signiﬁcantly affected by the aspect ratio. A term geomet-
rical factor Pj which corresponds to three dimensional axes
A, B and C was introduced to calculate the absorbance of
light in Gans equation. For 1-D nano-structures, the B and
C axes (transverse direction) are equal and correspond to
the diameter and the A-axis (longitudinal direction) rep-
resents the length. The screening parameter Rj is deﬁned as
(1-Pj)/Pj, Rj strongly depends on the anisotropy of the
samples. With increasing aspect ratio, the screening
parameter RA (the longitudinal oscillation) shifts towards
inﬁnity, while RB and RC (transverse plasmon oscillation)
reaches 1. The calculation shows that the maximum of the
longitudinal absorbance band shifts to longer wavelengths
and the transverse resonance maximum slightly shifts to
shorter wavelengths with increasing aspect ratio. Both
Fig. 3 TEM image of In nanowire and the SEAD pattern of the
circled area in TEM image.The HRTEM image of the nanowire is
shown in Fig. 4, the lattice fringe image can be observed, this reveals
the orientation, size and grain boundary of the nanowire
Fig. 4 HRTEM image of the In nanowire
Fig. 5 The diffractogram of Fig. 4 (inset) and its Fouier ﬁltered
reconstructed image
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123shifts can be attributed to the change in the screening
parameter [6].
In Fig. 7, it can also be found that only one absorption
peak near 525 to 559 nm was observed and the peaks
shifted to longer wavelength with the decrease of the aspect
ratio; therefore, these peaks should be caused by the
transverse resonance of the nanowires. However, the
absorption band caused by longitudinal resonance is absent
in Fig. 7. This may be due to the low dielectric constant of
octane (2.1–2.3, 20C). Because of the lower dielectric
constant, the screening of electrical dipole decreases and
the longitudinal resonance peak disappears [9]. On the
other hand, in the past years many studies focused on the
SPR of indium nanoparticles, the peak wavelength existed
in the range from 240 nm to 400 nm [21–24, 33], this is
different from the SPR of In nanowires mentioned above.
In this work, the wavelength shifted to longer wavelength
because indium nanowires other than indium nanoparticles
are dispersed in octane/TOPO solution. However, it is
difﬁcult to compare these data because the SPR is solvent
and morphology dependent [34].
In our experiments, we found that the surfactant (SDS)
played an important role in the indium nanowires growth.
Some large particles instead of nanowires were formed on
the treated Zn substrate if SDS was not added into the
solution. In nanowires can grow on the substrate only when
SDS was added. At the beginning of the reaction, the In
3?
ions attacked Zn atoms and were reduced to be In atoms.
The small In crystalline seeds formed on the surface of Zn
substrate. The surfactant, SDS, was adsorbed around the In
crystalline seeds, while SDS is a anionic surfactant and
In
3? ions were apt to be attracted. According to the
HRTEM image and SAED experiments, the growth
direction of In nanowires is along (100) facets; therefore, it
can be deduced that a preferential adsorption of SDS on the
(100) facets of In seeds occurred. In
3? ions obtained
electrons which was transferred by In atoms from Zn
substrate and piled alone (100) facets. In this case, SDS
acted as a soft template for the growth of In nanowires.
On the other hand, we also found that In nanowires
could not grow on the Zn substrate which was not treated in
concentrated sulphuric acid even if there was SDS in the
solution.
Figure 8 is the SEM image of the Zn substrate after
treated in concentrated sulphuric acid. The substrate was
eroded by concentrated sulphuric acid and the oxide ﬁlm
formed. It can be seen that the oxide ﬁlm distributed many
small holes with the diameter ranged from 200 to 1000 nm
in Fig. 8. These holes acted as a ‘‘hard template’’ for the
growth of In nanowires. On the surface of the untreated
plane Zn substrate, the replacement reaction can take place
anywhere on the substrate and In atoms deposited and
Fig. 6 a, A structure model of
body-centred tetragonal indium
along [001] zone axis. b
Enlarged IFFT image. Image
simulation (the inset) is
compared with the experimental
image. Multislice method was
performed for the calculation.
The dark spheres of inset image
show the stacking model of
indium atomic columns
Fig. 7 UV-vis absorption spectrum of In nanowires with different
diameters in octane-TOPO solution. a, The nanowires extracted from
the top level of methanol dispersion solution. b, The nanowires
extracted from the middle level of methanol dispersion solution. c
The nanowires extracted from the bottom level of methanol disper-
sion solution
Nanoscale Res Lett (2009) 4:47–53 51
123spreaded out along two-dimensional space on the whole
surface. In fact, large particles of In deposit can be
observed on the untreated Zn substrate in our experiment.
After treatment with concentrated sulphuric acid, there are
many holes formed on the surface of Zn substrate, the
surfactant SDS was absorbed on the inner surface of the
small holes and the anionic surfactant SDS could further
attract In
3? ions, In
3? ions contacted Zn atoms at the
bottom of the hole (Zn Substrate) and were reduced to In
atoms. The size of the crystalline seeds was conﬁned by the
‘‘hard template’’. Then SDS were preferentially adsorbed
on the (100) facets. Hence, the growth of In nanowires was
the synergic effect of treated Zn substrate and SDS.
Conclusion
In summary, high purity single crystalline indium nano-
wires can be prepared on Zn substrate via galvanic
displacement at room temperature. These indium nanowires
exhibit the expected SPR properties. The mechanism of the
growth of indium nanowires is the synergic effect of treated
Zn substrate (hard template) and SDS (soft template).
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